‘Bug / Bird / Vinyl / Wire Mesh — Quote/Order Form

1) Date: Quote ___ Order Rep
Customer Phone
Fax Email
BugScreen Y/N Bird Mesh (Blue Only) Y/N Vinyl Y/N Wire MoshY /N
2) Quantity:
3) Opening Size: Width (W) Height (H)
4) Rall-Up Slider (Not for Wire Mesh) Framed Unit {not for Wire Mesh)

6) Door Color. Blue (Std) ___ Yellow __ Black___ Gray __ Beige __ Orange _ Green _ Red
(Wire Mesh Only) (Std) Aluminum %" coil ___ %" coil __ (Optional) Stainless Steel % coil ¥eoll
6) Pocket Color: Yellow (Std) ___
7} Operation:
A) Framed Unit = Operation N/A only ___ (12' X 14’ Max)
B) Manual: (not for Wire Mash Doors)
a) Slider — Slide Left Slide Right Slids Bi-Parting ____
(Will require Bi-parting after certain widths)
b) Chain Hoist - Chain Hoist Right (Std) Chain Hoist Left
(Face of Wall or Inside Standoff only) (14’ x 14’ Max} (N/A on Wire Mesh)
c) Spring Loaded — Bug Screen, Bird Mesh or Viny!
{Max - 10’ x 10’ for Bug/Bird) (Max - 8' x 8' for Vinyl)
C) Motorized:  (Wire Mesh Doors must be motorized)
a) Intube ____ (6” ~ 8" per sec) — (Bug/Bird/Vinyl — Max 14' x 14’) (Wire Mesh - Max 10" x 10")
(8 cycles per hr up fo 10" x 10) (6 cycles per hr 12'x12") (3 cycles per hr 14'x 14")
b) External (Liftmaster Jackshaft) Motor {10"-12" per second)
(Face of Wall or Inside Standoff only)
{Chain Hoist included with External motor on Wire Mesh Doors)
{Max - 23’ x 20’ Bug/Bird) (Max - 14’ x 14" VinylAdfire Alum) (Max 10' x 10" Wira Stainless Steel)

8) Mounting Styie (check one):
Inside Stand-Off -~ Sits in-front of existing door — Includes Face Plate Cover

Faca of Wali —~ NODOOR PRESENT ~ Includes Face Plate Cover
in-Jamb Mount -~ Under Lintel (Specify depth of Jamb) (Lose 8" - 10" Headroom and 8" — 12"
Side Room)
Casing Mount —  Pre-hung Style (up to 14" x 14)
8) Motor Type & Voitage:
Manual: Motor N/A
Intube: 120V Single Phase - Somfy 51582 Somfy 525A2 _____
Somfy 550R2 SimuType 6 ____  Simu Type 5 DC Motor w/Battery Backup

External: a) 120V Single Phase (STD)__ 220V 3 Phase __ 480V 3 Phase __ Other Voltage (specify)
b} Liftmaster External Jackshaft (STD) Explosion Proof

10) Existing Door (Face of Wall or Inside Stand-Off):
A) Full Vertical ___ B) Std Lift'Low Headroom ___ C) High Lit ____ D) Veertical Lift Breakaway (Within
opening) ____ E) Vertical Lift Breakaway (Above opening) ___ F) Coil in frontfabove G) Coll
below/within ____ H) Coil below/above No Information on Existing ___,

11} Windload: High ___ Medium Low

i

12) Options:  Second Wall Switch ____ Pull Cord ___ Digital Openers ___ Photo Cell ___
Motion Detector ___ Window Hood Cover Motor Cover

Cther Information:
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DOOR MEASUREMENTS FOR INJAMB AND FACE OF WALL

TO PROMOTE A QUALITY PRODUCT FOR EACH INSTALL, IT IS VERY IMPORTANT TO PROVIDE
ONE MEASUREMENT SHEET PER OPENING

COLOR OF SCREEN MESH f

0 1.BLUE TOP
0 2. YELLOW

0 3 OTHER

INJAME INTUBE MOTOR CENTER

or HEIGHT
FACE OF WALL MOTOR
oF

CHAIN HOIST

0 RIGHT

OR

0 LEFT BOTTOM

PROVIDE MEASUREMENTS:
* HEIGHT

$HOULDER

WAIST

KNEE

*WIDTH AT TOP, CENTER AND BOTTOM OF DOORWAY

(INSDE DIMENSIONS OF OPENING)




