I, THE UNDERSIGNED, AGREE THAT THE PRODUCT AS REPRESENTED SATISFIES DESIGN AND DIMENSION REQUIREMENTS. I ALSO ACKNOWLEDGE MY DUTY TO CONFIRM PRODUCT AND INSTALLATION COMPLIANCE WITH ALL APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS AND STANDARDS.

NOT SHOWN ON THE DRAWING:
- ELECTRIC TOEGUARDS (STOP PS TABLE FROM LOWERING IF BUMPED) MEETS OSHA 1910.212
- ADJUSTABLE UPWARD TRAVEL LIMIT SWITCH
- DECK TO LEVEL EQUIL 

TABLE HEIGH TO LEVEL EQUIL 
- DECK FLATNESS 

STANDARD FEATURES
MODEL NUMBER IS EHLT-4848-12-43
PLATFORM WIDTH IS 48 3/8"
PLATFORM LENGTH IS 48 3/8"
PLATFORM RAISED HEIGHT IS 43"
PLATFORM LOWERED HEIGHT IS 10"
TABLE CAPACITY (EVENLY DISTRIBUTED) LOAD IS 12,000 LBS
CONTROLS HAND PENDANT ON 4-20' CORD
SAFETY MAINTENANCE PROPS, DISPLACEMENT
STYLE CYLINDERS INSTALLED ROD DOWN
EMERGENCY SAFETY STOP HYDRAULIC FUSES IN ALL CYLINDER
UNITS HAVE 2" TEST LEAD AND PIG TAIL
EXTERNAL POWER UNIT

PLEASE CIRCLE SPECIFICATIONS:
- POWER: AC, DC (12V), AIR/OIL
- MOTOR VOLTAGE: 115, 208, 230, 460
- DEDICATED CIRCUIT REQUIRED 60Hz
- MOTOR PHASE: SINGLE, THREE
- CONTROL: HAND, FOOT

SPECIAL FEATURES
NONE

APPROVAL
Signed: ___________________________ Date: ________________

VESTIL MANUFACTURING

APPROX WEIGHT: 1429.0 lbs.

FILE NAME: 25-007-114-001
REFERENCE: X
SCALE: 1:12
DATE: 10/28/2015