PORTABLE

SCISSOR TABLE, PST-4690-3-58

Oeck tolerances t/- 172"
Table height tolerances t/- 172"
Oeck Flatness ¢ 1/4"
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FOR INTERNAL USE ONLY
STANDARD 12V DC HYORAULIC POWER sifgém SIGN FF
RAISE & LOWER BUTTONS o
IN TOP OF POWER INIT = 72 = FAB.
PONER
P ——e_ L a 3 !
) Ry odditions, deletions or
onissions nust be corrected
on this drowing, o5 this droving
b 13/16 il b coide ol s,
Al grophics provided are for referenceonly. 46
If certain dinensions are critical please
40 verify those dinensions with your solesperson
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STANDARD FEATURES SWIVEL CASTERS

MODEL NUMBER: PST-4872-3-46
CAPACITY: 3,000 LBS.

PLATFORM WIDTH: 48"

PLATFORM LENGTH: 72"

PLATFORM LOWERED HEIGHT: 10"
PLATFORM RAISED HEIGHT: 46"

OVERALL WIDTH: 48"

OVERALL FRAME LENGTH: APPROX 100"
GROUND CLEARANCE: 2 58" X

CASTERS: TWO B dia x 2" w GFN SWIVEL

TWO 8 dia x 2" w GFN RIGID

SPECIAL FEATURES
NONE

B dio x 2" wGFN—/

2w Ol RIGID CASTERS 258
PLEASE CIRCLE SPECIFICATIONS:
PONER M—{0C CI2VFAAH (AT 1, THE UNOERSIGNED, AGREE THAT THE PRODICT AS REPRESENTED
MOTIR VOLTAGE P || SATISFIES DESIGN & DIMENSION REGUIREMENTS. 1 ALSD ACKNDHLEDGE
P || My 0uTY 70 CONFIRM PRODUCT & INSTALLATION COMPLIANCE NITH ALL
DEDTCATED CIRCUIT REQUIRED R || APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS & STANDARIS.,
MOTOR PHASE SR 0| ANY NODIFIED UNITS ARE NON-RETURNABLE
CONTROL HAND  f—RB— |V [ Jhsdron [ ks norked
BATTERY CHRG. F—FEMBFE—{_ON-BUARD f e loe:
YES M rinted Name:
CHRG. INDICATOR LEAD TIME WILL START UPON RECEIPT OF SIGNED APPROVAL ORANING

OISTRIBUTOR' S NAME:

ORAWN BY: RKG

P.O4: _
VESTIL HFG T
ORAWN B ONTE: 4/16/16 SALES: -

REFERENCE:

SCALE: 120

GUOTED LEADTIME: _
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ORWG. /FILE NAME
PST-4872-3-46




