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VINCH OPERATED TRUCK J1B CRANE  WTJ-0-6

# hny additions, deletions or onissions nust be corrected on this drawing, os this drawing will be considered all inclusive. *+
# Al| grophics provided are for reference only. If certoin dinensions are critical pleose verify those dinensions with your slesperson *+
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ADTE: HOOK CENTER HEIGHTS MAY
STANDARD FEATURES VARY DEPENDING ON HIX TYPE

MODEL NUMBER: WTJ-2-C

FIXED HOOK CAPACITY: 500 LBS. EXTENDED, 1,000 LBS. RETRACTED
MAX WINCH CAPACITY: 500 Ib

USABLE REACH: 32" EXTENDED, 30 172" RETRACTED
MAX HOOK HEIGHT: 93" EXTENDED, 84" RETRACTED
MIN. HOOK HEIGHT: 0" EXTENOED, 12 1/2" RETRACTED
OVERALL CABLE LENGTH: 32 FEET

USABLE CABLE LENGTH: 24 FEET

GALVANIZED STEEL FINISH

OIMENSION TOLERANCE 4/- 172"

x+SPECIAL UNITS ARE NON-RETLRNABLE
*AVAILABLE AT ADDITIONAL COSTS

AT graphics provided ore for reference only.
[f certain dinensions are critical please
verify those dinensions with your solesperson

[, THE UNDERSIGNED, AGREE THAT THE PRODUCT AS REPRESENTED

FOR INTERNAL USE ONLY)

PROJECT SICGN OFF

SATISFIES ESICN & DIMENSION REQUIREMENTS. 1 ALSD ACKNOWLEDGE
MY OUTY TO CONFIRM PRODUCT & INSTALLATION COMPLIANCE WITH ALL

SALES

APPLICABLE FEDERAL, STATE AND LOCAL REGLLATIONS & STANDARDS.
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SPECIAL FEATURES
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PISTON STROKE: 16 3/8" ORAWING

PRODUCTION WILL START LPON
RECEIPT OF SIGNED APPROVAL

FAB.
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3 ANY HODIFIED UNITS ARE NON-RETURNABLE
% Siged: Date:

POWER

Printed Nane:

PISTON STROKE PER PUMP: 1/16"
CABLE RETRACTS / EXTENDS PER CRANK: 1-172"
NO. OF CRANKS TO RETRACT / EXTEND CABLE: 72




