VINCH OPERATED TRUCK JIB CRANE  DT7-4-(
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STANRD FEATURES NOTE: HOOK CENTER HEIGHTS MAY

MODEL NUMBER: WTJ-4-G |8

LIFTING BALE CAPACITY: 1,000 LBS. EXTENDED, 2,000 LBS. RETRACTED
HOOK CAPACITY: 500 LBS.

MAX WINCH CAPACITY: 500 LS.

USABLE REACH: 52" EXTENOED, 31" RETRACTED

VARY DEPENDING ON HOOK' TYPE

MAX HODK HEIGHT: G7* EXTENDED, 86" RETRACTED
MIN. HOOK HEIGHT: 0" EXTENDED, 13 1/2" RETRACTED

OVERALL CABLE LENGTH: 32 FEET DIMENSION TOLERANCE 4/ 172"
USABLE CABLE LENGTH: 24 FEET

PISTON STRIKE: 16 3/8" +xSPECIAL UNITS ARE NON-RETLRNABLE
PISTON STROKE PER PUYP: 1/16" +AVAILABLE AT ADDITIONAL COSTS

CABLE RETRACTS / EXTENDS PER CRANK: 1-172"
NO. OF CRANKS TO RETRACT / EXTEND CABLE: 72
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